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NOTES:






 

VALVE BOX STABILIZING PAD

(DETAIL 512.01)
CONCRETE BLOCKING

UNDISTURBED
SUBGRADE

2" NRS RESILIENT
SEAT GATE VALVE

2" 90° BRASS ELBOW

VALVE BOX STABILIZING PAD
SEE DETAIL 513.03

SEE DETAIL 513.01

BACKFILLED EARTH

VALVE BOX DETAIL

CONCRETE BRICK DETAIL 512.02
THRUST COLLAR

SEE DETAIL 513.03

SEE DETAIL 513.01
VALVE BOX DETAIL

2' MIN. 10' MAX. PAVEMENTCURB & GUTTER

CONCRETE BLOCK

(NORMALLY CLOSED)

2" x 6"L BRASS NIPPLE

2" BRASS PIPE TYPICAL

MJ PLUG TAPPED FOR 2"

WATER MAIN

1. No discharge from blow-off should go directly into a creek. Dechlorinate discharge 
before it enters a body of water.

2. Provide erosion and sedimentation control for discharge.
3. Extend #12 AWG trace wire top of valve box (detail 513.02).

THREADED BRASS PLUG 
HAND TIGHTEN IN NPT 
THREADED COUPLING 
WITHIN 6" OF SURFACE

1 FULL 18' 
JOINT MJ x 
PE DIP PIPE
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